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M‐5 C1277

The first CB radio without any controls.
M 5 is the big news of the Midland CB worldM‐5 is the big news of the Midland CB world.
Finally a radio you can operate with totally through its multifunction
microphone.
M‐5 has a completely innovative frame if compared to standard CB
transceivers: the front panel is without any controls or buttons; it is only
equipped with two plugs: one suitable for the microphone supplied in the
package and the USB socket.
All the other operating keys are located on themultifunction microphone!



The CB finally becomes easier to use and more immediate, you don’t have to
operate on its radio body, you only have to grab its microphone and use it! All
functions and settings will be activated through the multifunction
microphone: turning on and off, volume adjustment, channel selection,
function setting such as SCAN squelch and many othersfunction setting such as SCAN, squelch and many others.
The functions and settings currently in use will be shown on the wide
microphone display equipped with a backlight selectable in 7 different colors.
M‐5 is a Multistandard transceiver that includes the main European frequency
bands to give you the possibility to communicate almost wherever you go
around Europe.
M‐5 is a small and compact radio that you can easily place everywhere inside
your vehicle – also not in sight, being without any operating keys ‐ and does not
need to be installed like the standard CB radios; thanks to its 12V cigarette
lighter power cable it be connected to the vehicle’s power supply.
M‐5 is equipped with a sliding mounting bracket that can be easily removed
upon your needs and with two speakers – one on the microphone and one onupon your needs and with two speakers – one on the microphone and one on
the radio body – with an audio power of 2W each (it is possible to disable the
mike speaker).
Despite its extremely reduced size – only 110 x 120 x 25mm – M‐5 is a robust
and reliable transceiver, thanks to its aluminium metal chassis that guarantess
sturdiness and durability.
M‐5 is also supplied with a manual and digital squelch with different sensitivity
levels (28 manual and 5 digital), EMG button for the immediate selection of the
emergency channels 9 or 19, SCAN function, keypad lock to prevent accidental
pressure of the controls and many other features.
The front USB port makes M‐5 also a practical power supply to recharge
electronic devices such as smartphones or tablets whenever you needelectronic devices such as smartphones or tablets whenever you need.

COMPLYING TO THE NEW RE‐D  REGULATION 2014/53/EU

The package includes

‐M‐5 transceiver
‐Multifunction microphone with 7‐color backlight and with 2 PIN Kenwood plug
(the use of WA‐DONGLE K is not suggested)
‐ Sliding mounting bracket
‐ 12V cigarette lighter power supply
Fixing screws‐ Fixing screws



Main specifications

‐ 40CH AM/FM Multistandard CB transceiver
‐ Frequency band: 26.565 – 27.99125MHz
‐ Bands available: EU, CE, UK+CE, PL, IO, I2, DE, IN
‐Multifunction microphone with 2 PIN Kenwood plug and with backlight
selectable in 7 different colors
‐ Two speakers (one on the radio body and one on the microphone) with a total 
audio power of 4W 
‐ Aluminium metal chassisAluminium metal chassis
‐Manual squelch adjustable in 28 sensitivity levels and digital squelch with 5 
selectable levels
‐ USB socket for the recharge of electronic devices
‐ External speaker mike
‐ 2 emergency channels 9/19

i i h 9 l l il bl ( l )‐ RF gain with 9 levels available (AM only)
‐ SCAN function
‐ Keypad Beep
‐Mute function (audio off)
‐ Keypad lock
‐Weight: 610g (w/out mounting bracket)g g ( / g )
‐ Dimensions : 110 x 120 x 25mm

EUROPE EXPORT VERSION: 10W, 400 channels

OCEANIA EXPORT VERSION 5/10W A t li d N Z l d 40 h lOCEANIA EXPORT VERSION: 5/10W, Australia and New Zealand 40 channels, 
27MHz 10 channels marine CB radio


